Sony DTF Server Configuration

Configure Sony DTF servers as required in each mode.

The following screen will be displayed to configure a DTF Server:

___ 1)
Highlight DTF Device Server in the  Configuration Parameter Reporting screen.

___ 2)
Press Add Server button on the bottom of the screen.
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____3)  Complete the parameters as specified in the following table

Table 6-14 – DTF Server Configuration Parameters

Parameter
Description/Value

Server Name
Name of this instance of the Media Server. The recommended value is “NONE”.

RPC Tag
The four-character tag that will appear in RPC Ids submitted by the Media Server. Recommended value: DTF

Media Server Block Size (bytes)
The actual hardware block size for the DTF device. This block size is also the basis unit for specifying media capacity. Recommended value: 512

Capacity (blocks)
The maximum aggregate size of files which may be transferred on a single piece of media. The size is specified in terms of Media Server Block Size. This should be set to 95% of the rated capacity for the DTF device. Recommended value: 200000000

Default Block Factor
The number of blocks which will be read/written at once when performing I/O. Recommended value: 512

File I/O Block Size (bytes)
The block size to be used for file I/O. Recommended value: 4194304

Retries
The number of times to retry failed operations. Recommended value: 1

Sleeptime (seconds)
The time to sleep, in seconds, between retries. Recommended value: 10

Number of Columns
The column width to which packing slips should be formatted. Recommended value: 80

Number of Rows
The page length to which packing slips should be formatted. No longer used due to PDS. Recommended value: 66

Print Queue
The UNIX named print queue to which packing slips should be sent for requests serviced by this Media Server instance. Recommended value:  <printer name> 

Allow Distribution Across Network
Indicates whether or not this Media Server instance will permit media distribution from a staging disk which is NFS-mounted in the event that the data cannot be locally staged. Recommended value: No

Staging Threads
The number of Service Threads available to locally stage data for media distribution by this Media Server instance.  Note: This neither refers nor correlates to DCE Listen Threads.  It also does not correspond to the number of devices available for media distribution.  A separate thread pool is automatically created for actual media I/O, based on the number of media devices configured for use by this Media Server instance. Recommended value: 10

Staging Threads:

Table 6-15 – Suggested DTF Server Service Thread Values

Type of Thread
Value

Xpress
0

V-High
0

High
0

Normal
0

Low
10

Total
10

___ 4)
Press Save New Server button on the bottom of the screen. Press Drive Operations button and select “Add Drive…”
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___ 5)
Press Add Server button on the bottom of the screen.

Table 6-16 – DTF Drive Configuration Parameters

Parameter
Description/Value

Server Name
Name of this instance of the Media Server. This value is automatically populated by the GUI.

Drive Number
The ordinal index of the device for the Media Server instance (e.g., 0, 1, 2).

Model
The model of device. Recommended value: Sony DTF

Capacity (Blocks)
Media capacity, as expressed in Media Server blocks. This cannot be changed in 6A, and is presented as a courtesy to the operator.  Automatically  populated by the GUI

Element Number
The element number of the device. Recommended value: 86

Description
A mnemonic description of the device used by the operator to clarify which device is meant 

Recommended value Tape Drive

Pathname
The UNIX fully-qualified path to the device path for the drive.

Recommended value: /dev/rmt/#n (#- actual drive number)

___ 6)
Verify that the path specified in “Pathname” above is properly configured.
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